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1 PRELIMINARY NOTE

1.1 ABOUT THE PRODUCT

IMPORTANT! Technical data, the user manual, data sheet and IODD can be found via the QR code on the 
packaging or alternatively via the article number at www.di-soric.com.

1.2 SYMBOLS

 
Warning symbol about personal harm

	Note on efficient and trouble-free operation

	
Important! Malfunctions or faults are possible if not observed

ABBREVIATIONS, TERMS

NC	 Switching logic of normally closed contact

NO	 Switching logic of normally open contact

PELV	 Protective extra low voltage

SELV	 Safety extra low voltage

UL	 Underwriters Laboratories

SSP	 Smart Sensor Profile

SSC	 IO-Link switching signal channel

SP1	 IO-Link setpoint 1

2 SAFETY INSTRUCTIONS

WARNING! The device is not a safety component pursuant to 2006/42/EC and EN 61496-1/-2. The device 
may not be used for personal protection! Non-compliance can lead to death or serious injuries! The device may 
only be used for the intended purpose!

3 INTENDED USE

The product (also known as a sensor) is a sensor for optical, non-contact detection of objects.

4 PRODUCT DESCRIPTION

4.1 PROPERTIES

The OT3* sensors are retroreflective diffuse sensors that function based on energy. The received intensity level is compared to the 
setpoint and evaluated as a switching signal.

IO-Link communication allows intensity values and corresponding switching signals to be transmitted as IO-Link process values.
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NOTE: 
Installation instructions for this are located in Chapter 5.2 Mounting, page 5.

NOTE: 
Instructions for commissioning the sensor are located in Chapter 8 Commissioning the sensor, page 8.

NOTE: 
Instructions for commissioning with IO-Link are located in Chapter 9 IO-Link, page 9.

4.2 VARIANTS

The products are available in the O-33 and O-34 series. 

The O-33 and O-34 series differ in terms of their mechanical design and housing material. Products from the O-33 series have a 
housing made of plastic with IP67 degree of protection. Products from the O-34 series have a housing made of stainless steel 
with IP69K degree of protection.

O-33 series	 O-34 series

The individual product variants differ as follows:

Product Number Housing material Light source Max. range [mm] Connection

OT33-RMN-PT-G3-T4 214920 Plastic LED, red 1000 M8, 4-pin

OT33-RMN-PT-G3-2C 214919 Plastic LED, red 1000 Cable, 2.0 m

OT34-RMN-PT-G3-T4 214921 Stainless steel LED, red 1000 M8, 4-pin

5 INSTALLATION

5.1  INSTALLATION CONDITIONS

IMPORTANT! The permitted ambient conditions for operation of the device must be maintained. The device 
must be protected from mechanical loads (e.g. shocks and impacts). The device may be mounted in any position, 
as long as it is not shaken or subjected to vibration in the process.

5.2 MOUNTING

The O-33 and O-34 series have different mounting holes. The O-33 series has a through-hole for the M3 fastening screws. The 
O-34 series has an M3 internal thread. 

Fasten the device at the mounting holes. Observe the maximum torque for the fastening screws (M3 max. 0.5 Nm). The housing 
must not be bent out of shape; mechanical tension must be avoided.

NOTE:  
Use a suitable mounting bracket (accessory) to mount the sensor.
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5.3 ALIGNING THE SENSOR WITH THE OBJECT

Preparation 
The sensor is to be mounted in such a way that no foreign objects are located in the area of the front panel and in the field of 
view of the sensor. It must be ensured that the front panel is free of dirt. To clean the front panel, use a soft, dust-free cloth.

The object to be detected must be located within the permissible range.

Align the sensor so that the light beam strikes the center of the object.

6 ELECTRICAL CONNECTION

6.1 GENERAL NOTES

IMPORTANT! The device may only be installed by a qualified electrician. National and international regulation 
for setting up electrotechnical systems are to be adhered to.

6.2 PIN ASSIGNMENT

Depending on the product variant, the device has an M8 connector or a cable connection.

NOTE: With IO-Link, the function of pin 2 can be configured to differ from the factory setting. 
IO-Link configuration enables a second switching output at pin 2.

6.3 SWITCHING LOGIC OF SWITCHING OUTPUT

In the factory setting, the device has a push-pull switching output at pin 4 with NO switching logic. In the factory setting, the 
resulting switching behavior is "light switching" when operated on a PNP input card.

NOTE: 
In the factory setting, the resulting switching behavior is "dark switching" when operated on an NPN input card.

NOTE: 
If the switching logic is set to NC, then an inverted switching behavior results.

BN

BU

1

3

BK 4

pnpWH 2

S
npn

Set NO/NC
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6.4 CONNECTING THE SUPPLY VOLTAGE

IMPORTANT! 
Ensure a voltage supply in accordance with SELV, PELV.

IMPORTANT! Only operate UL applications with supply class 2 power supplies. Maintain a minimum distance 
of 12.5 mm between the sensor and all uninsulated live parts. Use an overcurrent protection device with a maxi-
mum nominal current of 2 A. 
 
Operate UL applications exclusively with power supplies classified as Class 2. Allow a minimum distance of 
12.5 mm between the proximity sensor and any uninsulated live parts. Use an overcurrent protection rated 2 A 
maximum.

	– De-energize the device
	– Connect supply voltage to device in accordance with the technical data

7 OPERATING AND DISPLAY ELEMENTS

LED indicator in operation

LED1 green on Sensor ready

LED2 yellow on Switching output 1 active

The setpoint is set by a potentiometer with a setting range of 270°. If the potentiometer is located on the left limit stop (as viewed 
from the front of the sensor), the setpoint is set to the maximum functional reserve. If the potentiometer is located on the right 
limit stop, the functional reserve is minimal.

NOTE: For more details on how to operate with a potentiometer, see Chapter 8.2 Parameterization on the sensor 
with operating elements, page 8.

Green LED1 state

Yellow LED2 switching output

Potentiometer

Potentiometer

Functional reserve

max. min.
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8 COMMISSIONING THE SENSOR

8.1 GENERAL NOTES

Switching on the supply voltage puts the device into operation. After the time delay before availability has elapsed, the device is 
operational. In the delivery state, the parameters are set to the factory setting. The device can also be adjusted via appropriate 
IO-Link configuration software.

8.2 PARAMETERIZATION ON THE SENSOR WITH OPERATING ELEMENTS

The sensor requires an object for setting the setpoint (SP1). The setpoint is set by means of the potentiometer. 
Turn the potentiometer to the left limit stop (maximum functional reserve).

Position the object statically in the detection range of the sensor. 
Turn the potentiometer to the left until yellow LED2 is lit. 
Turn the potentiometer to the right until yellow LED2 is no longer lit. 
Turn the potentiometer to the left until yellow LED2 is lit. 
Remove the object; check whether yellow LED2 is no longer lit. 
If the intensity is less than the configured setpoint, the switching output is active.

NOTE: If the setpoint cannot be set with the potentiometer, operation may be disabled or blocked due to the 
IO-Link configuration. For instructions on this, see Chapter 10 Troubleshooting, page 23.

NOTE: If yellow LED2 stays lit without the object, check the application or optimize the sensor configuration with 
IO-Link (Chapter 9 IO-Link, page 9).

NOTE: Detection of an object in front of a background is only possible with higher remission or a large distance. 
Alternatively, it is advisable to use a retroreflective diffuse sensor with background suppression.

Yellow LED2 switching output

Potentiometer
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8.3 ADJUSTING THE SWITCHING LOGIC WITH INPUT AT PIN 2

In the factory setting, the switching output is in push-pull mode with the NO switching logic. After successful parameterization, 
the switching output is active if an object is detected. Pin 2 can be used to change the switching logic from NO to NC or from  
NC to NO.

Pin 2 is configured in the factory setting as an input (High Active).

Adjusting the switching logic LED indicator / switching output

Activate pin 2 for at least 2 seconds (24V). Yellow LED2 on (sequence 1)

Sensor is changed from NO to NC or from NC to NO Yellow LED2 with adjustment of the switching logic

NOTE: Alternatively, pin 2 may have a different function depending on the IO-Link configuration of the sensor. 
(see 9.10 Parameters for multifunction input and output at pin 2)

9 IO-LINK

9.1  INTERFACE

IO-Link is a communication system for connecting intelligent sensors and actuators to automation systems.  
IO-Link is standardized in the IEC 61131-9 standard.

The devices have the following IO-Link specification: IO-Link version V1.1.4, COM2 (38.4 kbaud), Smart Sensor Profile 2nd 
edition V1.2 SSP 4.1.1

The device can also be parameterized with appropriate IO-Link parameterization software and an IO-Link Master. Offline 
parameterization can be performed with the following di-soric products:

	– with a computer and IOL Master with software version V 5.1 and higher
	– without a computer, with IOL Portable

t (s)

1

0

Teach
PIN 2

2 ... 4 s

t (s)

1

0

NO/NC
PIN 2

>8 s

t (s)

1

0

NO/NC
PIN 2

>2 s

t (s)

1

0

Teach
PIN 2

4 ... 6 s

t (s)

1

0

Teach
PIN 2

6 ... 8 s
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The IO-Link Master establishes the connection between IO-Link devices and the automation system. An IO-Link Master may 
have multiple IO-Link ports. One IO-Link device can be connected to each port (point-to-point communication).

9.2 IODD

In addition to an IO-Link Master with software, you also need the IODD (IO Device Description) for the device. The IODD can be 
found via the QR code on the packaging or via the article number at www.di-soric.com under "Downloads". You can also find the 
IODD in the IODDfinder portal of the IO-Link Consortium: ioddfinder.io-link.com

The IODD consists of an XML file and images. The download file is a ZIP file. The IODD describes IO-Link devices. It contains 
information regarding identification, device parameters, process and diagnostics data, communication properties and the 
structure of the user interface in the engineering tool.

NOTE: In the IODD download at www.di-soric.com, there are HTML files that graphically represent the contents 
of the XML main file. The following descriptions were taken from the English HTML file with the "Specialist" user 
role.

9.3 IDENTIFICATION

IO-Link enables the identification of IO-Link devices with an IO-Link Master connected. The following identification data is located 
in the Identification menu:

Fieldbus

Control 
system

Industrial 
Ethernet

IO-Link 
Master

SIO

Possible system architecture
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NOTE: The Locator function offers the option to quickly find the device in the system with a command. With the 
values 126 for Locator start and 127 for Locator stop, the device can be easily visually identified.

9.4 PROCESS DATA

The process data is transferred to the Master in a cyclical data telegram. The input data PDIn has a data length of 4 bytes.

The measured value (subindex 1) signals the received dimensionless intensity value.
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Light objects near the sensor cause high intensity values; dark objects in the long range of the sensor cause low intensity values.

The switching state of SSC1 (subindex 3) is used to detect objects. 
The switching state of SSC2 (subindex 4) can be used for additional detection of objects.

9.5 BASIC FUNCTIONS

Basic functions are established through the IO-Link standard. The description of elementary commands is below.

Reset the device to factory settings (application reset) using value 129 
Reset the device to factory settings and disconnect IO-Link connection (back to box) using value 131

Variable locking of local operating elements via IO-Link with index 12, subindex 4, value: 0=Not locked, 1=Locked

NOTE:  
Further basic functions can be seen in the IODD of the device.

9.6 IO-LINK CONFIGURATION FOR SENSORS WITH A POTENTIOMETER

Alternatively, setpoints can be defined via the potentiometer or the IO-Link configuration (remote). 
Index 65 determines whether potentiometer or IO-Link is selected. 
Values: 0=Remote, 1=Local. 
The factory setting is 1=Local (potentiometer operation)
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IMPORTANT! If the switching output needs to be set to pin 4 via IO-Link, the sensor has to be in the Remote 
setting.

NOTE:  
The setpoint of the potentiometer can be read out with index 90.

9.7 PARAMETERS FOR THE SWITCHING OUTPUT (PIN 4)

In the factory setting, the switching output is set to pin 4 with SSC.1.

9.7.1 SETPOINT FOR SSC.1

Setpoint SP1 for switching output SSC.1 is defined with index 60, subindex 1. 
Setpoint SP2 for switching output SSC.1 is defined with index 60, subindex 2.

NOTE: 
Index 62 determines setpoints SP1 and SP2 for SSC.2.

IMPORTANT! If the switching behavior of index 61, subindex 2 is Window or Two Point, the value of setpoint 
SP2 must always be greater than the value of setpoint SP1.
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9.7.2 SWITCHING LOGIC, SWITCHING BEHAVIOR; HYSTERESIS OF SSC.1

The switching logic is determined with index 61, subindex 1. 
Values: 0=High Active (NO), 1=Low Active (NC). 
The factory setting is 0=High Active (NO)

The switching behavior for the switching output is defined with index 61, subindex 2. 
Permitted values: 0=Deactivated, 1=Single Point, 2=Window, 3=Two Point 
The factory setting is 1=Single Point

The preset value 1 = Single Point is appropriate for object detection based on the intensity evaluation.  
If the intensity is greater than SP1, the switching output is active.

Single Point is implemented in accordance with SSP "Single Point Mode for quantity detection".

The value 2 = Two Point is suitable for monitoring limit values based on the intensity evaluation.

Switch-on point SP2 and switch-off point SP1 can be configured. The difference between SP2 and SP1 forms the hysteresis. 
The hysteresis parameter has no effect on the sensor function.

OFF

SP1

Intensity value
ON

Hysteresis
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Two Point is implemented in accordance with SSP "Two Point Mode for quantity detection".

ON

SP1 SP2

Intensity value
OFF

 

IMPORTANT! If the switching behavior of index 61, subindex 2 is Window or Two Point, the value of setpoint 
SP2 must always be greater than the value of setpoint SP1.

The hysteresis of SSC.1 is defined with index 61, subindex 2. 
For SSC.1, the hysteresis can be set to % automatically (default/fine adjustment) or manually. 
Value 0=Automatic hysteresis 
The factory setting is 0 = Automatic hysteresis

9.7.3 POLARITY AND SSC ASSIGNMENT OF PIN 4

The assignment of polarity and of switching channels SSC.1 or SSC.2 to pin 4 is determined by Index 70. 
Values: 0=SSC.1, push-pull output (PP), 1=SSC.1, NPN output, 2=SSC.1, PNP output 
3=SSC.2, push-pull output (PP), 4=SSC.2, NPN output, 5=SSC.2, PNP output 
The factory setting is 0= SSC.1, push-pull output: (PP)

NOTE: For instructions on configuring SSC.2, see Chapter 9.8 Parameters for additional switching channel 
SCC.2, page 16
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9.7.4 PIN 4 SWITCHING DELAY

Index 66 determines the time of the switching delay for pin 4. 
Value range: 0 to 10,000 ms 
The factory setting is 0 ms

9.8 PARAMETERS FOR ADDITIONAL SWITCHING CHANNEL SCC.2

9.8.1 SETPOINT FOR SSC.2

Setpoint SP1 for switching output SSC.2 is defined with index 62, subindex 1. 
Setpoint SP2 for switching output SSC.2 is defined with index 62, subindex 2.

IMPORTANT! If the switching behavior of index 63, subindex 2 is Window or Two Point, the value of setpoint 
SP2 must always be greater than the value of setpoint SP1.
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9.8.2 SWITCHING LOGIC, SWITCHING BEHAVIOR; HYSTERESIS OF SSC.2

The switching logic is determined with index 63, subindex 1. 
Values: 0=High Active (NO), 1=Low Active (NC). 
The factory setting is 0=High Active (NO)

The switching behavior for the switching output is defined with index 63, subindex 2. 
Permitted values: 0=Deactivated, 1=Single Point, 2=Window, 3=Two Point 
The factory setting is 1=Single Point

Chapter 9.6.2 describes the function and graphically illustrates the different characteristics of the switching behavior.

The hysteresis of SSC.2 is defined with index 63, subindex 2. 
For SSC.2, the hysteresis can be set to mm automatically (default/fine adjustment) or manually. 
Value 0=Automatic hysteresis

9.9 PARAMETERS FOR SENSOR FUNCTION

9.9.1 SENSOR MODE

With the sensor mode (index 72), the device can be optimized for specific application cases.

Value: 0=Default, 1=Precision 
The factory setting is the default sensor mode; this can be used to detect fast moving objects.
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Depending on the sensor mode, the following properties change:

	– Switching frequency
	– Measured value filter

Switching frequency Measured value

Standard 1000 Hz Unfiltered

Precision 100 Hz Median value 10

9.9.2 ANTI-CROSSTALK

The parameter (index 78) can be used to prevent mutual interference of multiple sensors or strong optical interference (e.g. 
flashing light).

Values: 0=Deactivated, 1=1 Sensor mode (e.g. for flashing light), 2,3=2 Sensor mode, 4,5,=3 Sensor mode 
The factory setting is 0=Deactivated

NOTE:  
Activation of anti-crosstalk substantially decreases the switching frequency (up to 14% of the nominal value).

9.10 PARAMETERS FOR MULTIFUNCTION INPUT AND OUTPUT AT PIN 2

In addition to the factory setting described in Chapter 8.3 for changing the switching logic, pin 2 with index 71 can alternatively 
be configured as a switching output or be completely deactivated. Index 71 can be used to parameterize the following additional 
functions:

Value 0=Pin 2 is deactivated, 1=Input (High Active), 2=Input (Low Active) 
Value 3,4,5=Parallel operation of (SSC.1) at pin 2 with IO-Link communication at pin 4, polarity alternatively PP, NPN or PNP 
Value 6,7,8=Second additional switching output (SSC.2) at pin 2, polarity alternatively PP, NPN or PNP

NOTE: If pin 2 signals SSC.1, then the sensor can operate in parallel mode to transmit fast switching signals to 
pin 2 and IO-Link data to pin 4 simultaneously.
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9.11 TEACH COMMANDS FOR IO-LINK

9.11.1 SELECTING A SWITCHING CHANNEL FOR TEACHING

Index 58 is used to select a switching channel for an IO-Link teach command.

IMPORTANT! If the switching output needs to be set to pin 4 with teach commands, the sensor has to be in 
the Remote setting. (Index 65, value 0)

9.11.2 OVERVIEW OF TEACH FUNCTIONS

The setpoint (SP) can be set with the IO-Link teach commands. Which teach function is suitable for this depends on the 
configured switching behavior; an overview is provided in the following table.

Recommendation for teach functions

Switching behavior (Config.Mode)

Single Point Window Two Point

SSP: Teach-Single Value, Teach SP1 ok ok ** nok ***

SSP: Teach-Single Value, Teach SP2 nok * ok ** nok ***

ok = feasible 
nok = not feasible or not supported

*	 SP2 not required for Single Point 
**	 Sequence Teach SP1 then Teach SP2, setpoint SP2 must be greater than SP1 
***	 Value input in mm index 60 or 62, subindex 1 and 2 

NOTE: First select the desired switching behavior and then execute the corresponding teach function.

NOTE: To ensure functional reliability, the teach functions operate with a safety reserve. For this reason, the 
actually configured setpoints (SP) differ from the teach points (TP). The reserve depends on the intensity during 
teaching.

Control 
system

IO-Link 
Master Fast switching output with pin 2IO-Link communication with pin 4

010101010100011101010101101
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9.11.3 BASIC TEACH FUNCTIONS BASED ON THE SMART SENSOR PROFILE

Basic teach functions are determined through the IO-Link default. 
The sensor supports the following teach functions defined in the Smart Sensor Profile.

Single Value Teach 
Teaching in SP1 with Single Value Teach using the "Teach SP1" command, index 2 with the value 65. 
Teaching in SP2 with Single Value Teach using the "Teach SP2" command, index 2 with the value 66.

IMPORTANT! 
The value of setpoint SP2 must always be greater than the value of setpoint SP1.

9.11.4 TEACH RESULTS BASED ON THE SMART SENSOR PROFILE

NOTE: 
Teach results are visible in index 59
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9.12 DIAGNOSTICS

IO-Link diagnostics enable efficient maintenance of the device. The Diagnosis menu can be found below:

9.12.1 BASIC DIAGNOSTIC FUNCTIONS OF SMART SENSOR PROFILE

The value status with index 36 displays the current device status. Value: 0=Device is OK, 1=Maintenance required, 2=Outside 
specification, 3=Function test, 4=Error 
Additional information can be found under the detailed device status at index 37

9.12.2 DEVICE-SPECIFIC DIAGNOSIS

Index 104: Functional reserve, large value: high functional reserve, value 1: Signal weak, value 0: low signal 
Index 87: Current internal temperature in device in °C 
Index 96: Maximum temperature after switch-on in °C 
Index 97: Minimum temperature after switch-on in °C 
Index 93: Sensor operating hours 
Index 94: Number of switch-on processes 
Index 95: Number of switching processes SSC1
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9.13 PARAMETERS FOR ERROR TYPES

9.14 EVENTS
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10 TROUBLESHOOTING

LED / fault pattern Possible cause Measures

Green LED1 off No voltage or voltage 
outside service voltage

Check voltage supply

Yellow LED2 on 
indicates that there is no 
object in the detection 
range of the sensor

Background with high 
remission (light)

Change the background 
Optimize sensor configuration with operating element or IO-Link 
Use alternative retroreflective diffuse sensor with background 
suppression

Yellow LED2 off indicates 
that there is an object in 
the detection range of 
the sensor

Object with low 
remission (dark)

Optimize sensor configuration with operating element or IO-Link 
Decrease the distance between the sensor and object

Sensor does not 
respond to operation 
with operating element

IO-Link Remote 
configuration active

Activate IO-Link potentiometer configuration (Local, index 65, value 1)

Sensor does not 
respond to operation 
with operating element

Operating element 
locked

Unlock operating element via IO-Link (pay attention to Device Access 
Locks)

Sensor does not 
respond when pin 2 is 
connected

Pin 2 is not configured 
as input

Configure pin 2 via IO-Link as input or set device to factory setting via 
IO-Link

Detection disrupted, 
multiple sensors are 
mounted near each 
other

Mutual interference Increase the distance between the sensors 
Configure anti-crosstalk function via IO-Link

Sensor function is 
unclear

Sensor configuration is 
not comprehensible

De-energize sensor and connect supply voltage 
Use IO-Link to set sensor to factory setting and reconfigure

In case of faulty device behavior:

	– Disconnect power from device and re-establish factory settings
	– Perform IO-Link diagnosis

If the problems persist, contact di-soric Service.

Have the following information ready when contacting Service:

	– Customer number
	– Article designation or article number
	– Serial or batch number
	– Description of support inquiry
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11 MAINTENANCE, REPAIRS, DISPOSAL

11.1 MAINTENANCE

The device operates without maintenance during ongoing operation.

For optimum function, observe the following:

	– Regularly clean the front panel with a soft, lint-free cloth
	– Regularly check the fastening and the electrical connections

11.2 REPAIR 

Defective devices may only be repaired by the manufacturer.

11.3 DISPOSAL

The device is to be disposed of in an environmentally appropriate manner according to the respectively applicable waste removal 
regulations.



OT3X-R RETROREFLECTIVE DIFFUSE SENSORS24 25

600026-0000EN · Rev 1 · 2025/11

APPENDIX

TYPICAL FUNCTIONAL RESERVE (WHITE 90%)

Functional reserve

1  Distance [mm] sensor / object
2  Functional reserve

TYPICAL RESPONSE BEHAVIOR (WHITE 90%)

Typical response behavior

1  Distance [mm] sensor /  
standard target

2  Offset [mm] object /  
axis

3  Sensor
4  Standard target 
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